
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 

Removable bollards 
MRWA Approved- excellent for wide loads 
 

Now you can replace bollards in 

seconds and “futureproof” your 

bollards by preserving the 

foundations indefinitely. 

 



 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Make bollards removable 
Make bollards removable & replaceable in seconds 
 

 
 
 
No damage to foundations when impacted 
 

 
 
 
 Pop out bollards in seconds 
 

 
 
 
 
Permanent Solution 
 

 
 
 
 
Reduce costs to a bare minimum- permanently  
 
 

 
 
  
 
 

 
You don't need to pay high prices for removable bollards 
that can be damaged upon the very first impact- now 
there's a permanent solution for making bollards 
removable and replaceable in seconds. 
 
Automatic locking - Simply drop into position. 
 
  
 
 
 
Now you can ensure there is never any damage to 
foundations when bollards are impacted. A highly 
durable polypropylene ground socket is installed in a 
concrete foundation and will never need replacing.   
 
If the bollard is damaged the fixing device can simply 
be removed and re-used to re-install anew post. 
 
 
 
 
 
Using the Auto Lock & Release System bollards can be 
simply popped out in seconds. 
 
As bollards are replaced in less than 5 minutes- 
requiring no digging or heavy labour, there is no need 
for safety barriers and expensive traffic management. 
 
 
 
 
 
Posts are secured using the Auto Lock and Release 
System, which will withstand hundreds of impacts and 
keep working- year after year.  
 
No material costs and no variables for all replacements. 
 
 
 
 
 
 
 
  
Pop bollards in and out in seconds! 
 
Even if bollards are damaged-you can ensure the only 
cost for replacing them is less than 5 minutes labour, 
(No material costs, no digging or heavy labour, no 
disturbance to brick paving foundations or general 
public), for the next thirty years or more.  
 



 

 

 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Auto Lock & Release Bollards 
 

Simple 
Low Cost 

Permanent Solution 
 
 

A permanent ground socket is installed in a concrete 

footing and will never need replacing, protecting the 

foundations and brick paving from damage. The 

installation tool makes it very simple for one person to 

install socket from a standing position. 

 

Install bollards automatically 

To install a bollard you simply drop the bollard (which has 

a tapered wedge attached) into the tapered socket. The item 

will automatically lock in place and can only be removed 

using the removal tool shown left. Bollards take over 200 

kg of upward force to remove and cannot be removed by 

vandals, cannot become loose or out of alignment. All posts 

will remain perfectly perpendicular. 

 

Remove bollards in seconds. 

When bollards need removing, they can simply be popped 

out using the removal tool. The tool is hooked around the 

base of the post and uses a leverage action to simply pop 

the bollard out from the ground socket in seconds. The hole 

can be capped until the bollard is ready to re-install. 

 

 

When a bollard is impacted: 

The post will bend at the base (if installed according to 

directions the foundations and ground socket will not be 

disturbed). The damaged bollard can simply be popped out 

using the removal tool. 

The wedge can be removed and used to secure a new 

bollard (replacement bollards available with or without 

wedge attached). 

 
 

"The quality is exceptional for the amount 
of trouble and time they save" 

 Transfield Services. 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Registered Distributor: 

www.sis-ww.com   

Wide Loads solution 
60 OD powder coated removable bollards made to Specifications. Standard 

units supplied to meet MRWA standards. (Refer to specifications for details).  

A Low Cost, permanent solution. 

 Purchase a complete unit or replacement bollards (which do not include the 

permanent base and cap& can be supplied with or without wedge attached). 

 

Complete unit 
 1 powder-coated 60 OD Bollard with reflective strips (as per specs) 

 Permanent 350 mm ground socket (can be extended to any depth). 

 1 x Re-usable Wedge (supplied in two halves) & Self-drilling screws 

 1 x Re-Usable Cap 

 Installation & Removal Tools must be purchased separately 

 

 

Optional extras 
PROTECTIVE CUFF: You can choose to have a polypropylene protective cuff 
secured to the base of the bollards- this will protect the post from scuffing as a 
result of regular removal. 
 
REPLACEMENT BOLLARDS: Replacement bollards can be supplied 
(replacement bollards do not include ground socket and cap). 
 
WEDGES OPTIONAL: Replacement Bollards can be supplied with or without 
wedges and protective cuff attached. NB: Wedges are re-usable. 
 
 
Variety of sustainable solutions www.sis-ww.com 
 These revolutionary sustainable infrastructure solutions are designed to last a 
lifetime, reducing maintenance requirements and costs substantially, whilst 
improving not only the look of an urban streetscape, but greatly improving 
public safety. 

SIS WORLDWIDE 
Phone: 9204 4488 

Fax:  9204 4499 
info@sis-ww.com 


